Web Camera User’s Guide
System requirements
* IBM PC or compatible PC or laptop with USB port
* Pentium® 1G or higher CPU
* Over 500MB free hard-disc space
* CD-ROM drive
* 256MB memory
* Support DirectX 9.0 VGA card
* Windows® 2000 / XP / Vista

Driver installation

1.Insert Driver/Application Disc into CD-ROM drive, open the
drive directly and double click Setup.exe and the system will
automatically run necessary files and display windows as
following:

Start your Web Cam by selecting the Application Program from
Start menu as shown below.
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Configuragoes avangadas

Selecionando a opgao Video Capture Filter, vocé acessa a
pasta de configuragdes avangadas (advanced settings).
Nesta pagina, vocé pode ajustar a qualidade da imagem.

Clique aqui para diminuir a
\k intensidade luminosa.

E muito importante ajustar
a frequencia para a mesmg
da rede eletrica.

Ajuste de parametros
para as configuragdes
favoritas.

Cautions

If the PC/WEB Camera becomes hot after working for a long period of time.
We suggest you stop using the camera for a short period of time.

*Avoid touching the lens with your hand, sharp or coarse stuff; use clean
and soft cloth for cleaning

*Do not use it in hot, cold, dusty or humid circumstances.

*Avoid dropping as much as possible; severe dropping may cause
damages to the lens, malfunction or scratches to the surface.

Focus Snapshot button

Guia do Usuario de Webcam

Requisitos minimos do sistema

* IBM PC ou notebook com porta USB

* Processador AMD/Pentium® 1GHz ou superior
* Mais de 500MB de espaco livre no disco rigido
* Leitor de CD (CD-ROM)

* Minimo de 256MB de memoéria RAM

* Placa de video VGA com suporte a DirectX 9.0
* Sistema operacional Windows® 2000/XP /Vista

Instalacao de driver

1.Insira o CD de instalagdo no CD-ROM. Execute o arquivo
Setup.exe e o sistema irad rodar os arquivos necessarios para
instalagéo, conforme as janelas que irdo surgir como se segue:

Encienda su camara de Web seleccionando el programa
de aplicacién del menu de comienzo como se muestra abajo.
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